HINTS & TIPS:

PREPARATION:

EPOXY COAT WATER-BASED INFORMATION
Bare concrete floors - INTERIOR USE ONLY.
Suitable Surfaces Epoxy Coat is NOT intended for use on unsound previous coatings, on tiles, wet areas, or floors that have a
moisture problem.
Ideal Application Air (ambient) and floor temperature MUST be between 15°C and 35°C during application.
Temperature
Relative Humidity MUST be below 85%.
Finish
Colour Range
Coverage
Drying Time
(at 20 °C)
Clean Up

Semi-gloss
Grey, Charcoal
4.5–5 sqm per litre on smooth, bare concrete. A single 4 litre kit will cover a standard single garage (18-20 sqm) with
one coat. Note: Two coats are recommended on bare conrete for best results and uniformity.
Light foot traffic: 24 hours
Heavy items and normal foot traffic: 48 hours
Full cure and vehicle traffic: Allow 7-10 days
Dry times will vary depending on temperature.
Clean brushes, rollers, and other equipment with soap and water immeditely after use. Allow left over paint to
harden in container and dispose of according to regional regulations.

EPOXY COAT WATER-BASED - INDUCTION TIMES & POT LIFE table:
Temp (°C)

Relative
Humidity (%)

Mix Time
(Minutes)

Induction Time+ Total Pot Life*
(Minutes)
(Minutes)

15-20

50

4-5

15-20

70

21-25

50

4-5

10-15

60

26-30

50

4-5

8-10

50

31-35

50

4-5

4-5

40-45

+
Induction Time: Allow product to stand after mixing for this time before application.
* Total Pot Life: Use all mixed product within this time. (Includes Mix time and Induction time)

To ensure best results, CHECK CONCRETE AND DO NOT APPLY EPOXY COAT
WATER-BASED IF THE FOLLOWING CONDITIONS EXIST:
Sealed Concrete

To determine if your concrete is sealed, drip a small amount of water onto the surface. If the water beads, a sealer
has been used, and this must be removed prior to the application of Epoxy Coat. Do not apply Epoxy Coat over
sealed concrete.

Previously
If your concrete floor has been previously painted, this coating will need to be fully removed prior to the
Painted Concrete application of Epoxy Coat.
Moisture in
Concrete

To determine if there is moisture in your concrete, tape a 60 cm x 60 cm sheet of plastic (e.g. a heavy-duty garbage
bag) to the floor. Tape the edges down with duct tape and leave for 24 hours. If water droplets appear on the
inside of the plastic or if the concrete appears wet (darker in colour), moisture has been trapped in the
concrete and the floor should NOT be coated. Allow 24 hours drying time before repeating test. If moisture
persists seek professional advice before applying Epoxy Coat.

Loose or Poorly
Epoxy Coat will not adhere to loose or chipped concrete, or if concrete dust is present on the surface. Ensure that
Cured Concrete /
all loose material is removed from the surface and damaged areas are repaired prior to application of the coating.
Concrete Dust
New Concrete

Allow newly poured concrete to cure for a minimum of 4 weeks prior to coating. New concrete with a smooth
finish may require etching prior to coating. Test surface by dripping a small amount of water onto the surface.
If the water beads before slowly soaking into the concrete, the surface will need to be etched. New concrete with
a rough finish will not require etching.

APPLICATION:

