
Product Size Colour Coverage Suitable Surfaces Drying 
Time

Ideal Temperature
Range

Aerosol Paints

Spray & Mark

350g aerosol
8 Standard and

7 Fluoro Colours

Will produce 200 ‘X’ 
marks, 80-100m in a 
50mm continuous 

line, or cover 4-6 sqm 
per aerosol can

Concrete, bitumen, 
rock, steel, timber 

and general broken 
ground

5 minutes
at 25°C

Between
-10°C and 40°C

Spray & Mark
Water-Based 

350g aerosol
4 Standard and 

3 Fluoro Colours

Will produce 200 ‘X’ 
marks, 80-100m in a 
50mm continuous 

line, or cover 4-6 sqm 
per aerosol can

Concrete, bitumen, 
grass, rock, steel, 

timber and general 
broken ground

5 minutes
at 25°C

Between
5°C and 40°C

Spray Lacquer

350g aerosol
8 Standard and 

2 Fluoro Colours

Approximately 3-5 
sqm per aerosol can 
(depending on the 

surface)

Metals, timber
10 minutes

at 25°C
Between

5°C and 40°C

Spray Ink

315g aerosol 11 Standard Colours

Approximately 2-3 
sqm per aerosol can 
(depending on the 

surface)

All surfaces
10 minutes

at 25°C
Between

5°C and 40°C

Spray Writer

350g aerosol
8 Standard and 

6 Fluoro Colours

Approximately 2 
sqm per aerosol can 
(depending on the 

surface)

Natural and cut 
timber, concrete, 

masonry, bitumen

10 minutes
at 25°C

Between
5°C and 40°C

Steadfast Stock Mark

350g aerosol 5 Standard Colours
Will produce 

300-400 marks
per aerosol can

Wool
10 minutes

at 25°C
Between

5°C and 40°C

Mine Marking

350g aerosol
7 Standard and 

6 Fluoro Colours

Approximately 3-5 
sqm per aerosol can 
(depending on the 

surface)

Rock, dirt, gravel
3 minutes

at 25°C
Between

-10°C and 40°C

Mine Marking
Non-Flammable

400g aerosol
[Non-

flammable]

4 Standard and 
3 Fluoro Colours

Approximately 3-5 
sqm per aerosol can 
(depending on the 

surface)

Rock, dirt, gravel
5 minutes

at 25°C
Between

-10°C and 40°C

Landscape Chalk

350g aerosol
2 Standard Colours

(Yellow, White)

Will produce 200 ‘X’ 
marks, 80-100m in a 
50mm continuous 

line, or cover 4-6 sqm

Concrete, bitumen, 
rock, grass and 
general broken 
ground. Can be 

removed with a stiff 
brush and water

10 minutes
at 25°C

Between
5°C and 40°C

Turf Master

500g aerosol
1 Standard Colour

(White)

80-100m of line per 
aerosol can 

(depending on line 
width)

Suitable for ovals, 
sporting fields and 

tennis courts

10 minutes
at 25°C

Between
5°C and 40°C

Line Marking Paint

500g aerosol 9 Standard Colours

80-100m of line per 
aerosol can  

(depending on line 
width)

Concrete, bitumen, 
grass, soil, timber

10 minutes
at 25°C

Between
5°C and 40°C
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